We do our best to be a business partner
dependable and consistently review and
improve  our business.  Contributing
positively and professionally to the road
construction, our goal is to be the first
choice as a reliable supplier of Bitumen in
the Middle East.

PARSIAN ENERGY

Bitumen Industry Producer

Address: No. 1, Forth Alley , Derakhshan St, lvanak Blvd., Shahrak-e-Gharb, Tehran 14678-43111, Iran
Tel: (+98)-21-88564796 , (+98)-21-88560838

Fax: (+98)-21-88367545

Email: info@parsianenergy.com

Website: www.parsianenergy.com




Parsian Energy as one of leading bitumen manufacturers and
exporters in the Middle East is incorporated in 2014,with
headquarter in Tehran, Iran and Factory in Bandar Abbas.

Our company is committed to contribute to sustainable development
of both bitumen production quantity and quality and to deliver
bitumen in clean and socially responsible way. We are now involved
in producing and packing different grades of bitumen such as (40/50,
60/70, 80/100,50/70) and also VG (VG 10, VG 30, VG 40 ),with a
competitive rate and different size of packaging in new steel drums
(140kg, 150kg, 180 kg, 200kg ).

Enjoying modern refinery with average bitumen production & packing
capacity of 30,000MT per month enable us to offer custom made
services to our clients spanning from the Far East to West Africa.

We have put the observance of all standards and the use of new
bitumen production technologies at the top of our priorities. Parsian
Energy has adequate infrastructure and expert human resources and
is equipped with the most modern production equipment. In
addition, drum production unit of Parsian Energy packs the products
according to the latest equipment updates and client’s requirements
with a capacity of 5,000 new steel drum per day.

Our factory’s location in Bandar Abbas, grants the privilege of the
nearest access to the port of loading, which provides the best
opportunity for prompt delivery.

Here at Parsian Energy, we follow the international standard factors
(such as ASTM, EN, etc.).The QC unit, located in Parsian Energy
factory, tests and controls the quality of materials and products by
means of up-to-date and accurate laboratory equipment.

Striving for customer’s satisfaction, the company’s mission is to
provide cost effective and high qualified products. We try to be a
good partner, consistently shaping our business decisions to improve
the quality of life in the communities in which we do business.



Bitumen

Factory

Parsian Energy
Bitumen Producer
Company has the
largest Iranian
drumming
factories with best
quality in 3 storage
tanks of 1000 MT
each as well as 4
storage tanks of
100 MT each.




%‘ Non-governmental International Standardization Accreditation Body

Certificate of Accreditation

NISAB has assessed the Laboratory of:

Parsian Energy Laboratory

Unit 8, No. 11, Salman Alley, Northern Sheikh Bahaei St., MolaSadra St., Tehran, lran
ISO/IEC 17025:2017

This accreditation demonstrates technical competence for a
defined scope and the operation of a laboratory quality
management system (as outlined by the joint ISO-ILAC-IAF
Communicated dated November 2017):

Testing of All Type of Bitumen & Similar Combinations

Accreditation claims for such testing services shall only be
made from addresses referenced within this certificate. This Accreditation is
granted subject to the system rules governing the Accreditation referred to
above, and the Organization hereby covenants with the Accreditation
body’s duty to observe and comply with the said rules.

For NISAB:

Initial Accreditation Date: Jnue 11, 2020

Issue Date: June 19, 2020 Expiration Date: June 18, 2021

Certificate No.: Accreditation No.:
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Certifies That The

Parsian Energy Company.

Unit 8, No. 11, Salman Alley, Northern Sheikh Bahaei St.,
MolaSadra St., Tehran, Iran
Has been assessed and found to be in conformance

to the requirements of the

ISO09001:2015

Quality Management System
Concerning the following active

EAC:12
Production of All Type of Bitumen

And Is Awarded This Certificate by SQC&GLQCERT

The validity of this certificate is subject to periodical audits (every 6,9 or 12 months) and the complete
re-assessment of the system every three years. The annual validation is proved by a specific letter from
Globalgcert.

Certificate No: IR20062301

Issue Date : 23,06,2020
Expiration Date: 23,03,2023

ElisgE

Of This C

Can be Confirmed by email to The Head Office via
info@globalgcertde & www.globaiqcert.de




Bitumen
laboratory

, located in \
Parsian Energy factory,
tests and controls the
quality of materials and
products by means of
up-to-date and accurate
laboratory equipment.




Bitumen
Drummed

«

with capacity of
producing 150,000
new steel drum per
month.

we are flexible to offer
different size of drum
and dimensions
according to different
target markets.
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Drum Specification and capacity of various sizes
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Color Black Black :{;‘ s
Material New Cold Rolled Steel New Cold Rolled Steel - EERaaaeaas

Number of Drums 110 110 :'-ch s 2~ »
Net Weight of Bitumen = 19.80 MT = 16.50 MT > f\" S



Bitu men We strive to constantly

update and upgrade our

Tra nsporting product and services, to
better serve the needs of
our customers and the
industry. Our experience
enables us to provide the
prompt cargo delivery
employing excellent
logistic services.
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SPECIFICATION

Absolute Viscosity@60°C,

. } "o Poises, min
", Kinematic Viscosity@135°C,

W CST, min
Flash point(Cleveland Open
Cup),’C, min )

iy Solubility in
A\ Trichloroethylene, %, min

¥ Softening point(R&B),°C,min
% min
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